


DIN/BS cells

Technical features:
•	 Robust, durable cell construction with liquid electrolyte
•	 Optimized plate design results to increased capacities
•	 Fully insulated, bolted terminals and connectors
•	 Long cycle life
•	 High energy density
•	 Improved voltage stability and discharge performance

Options: 
•	 Air agitation system (EUW)
•	 Watering system (Aquamatic)
•	 Explosion-proof version (ATEX)

Gel cells

Technical features:
•	 Maintenance free, fully closed cells with electrolyte fixed in gel
•	 Extremely low gassing during operation
•	 Absolutely maintenance free
•	 No contamination or corrosion due to leaking electrolyte
•	 Minimum self-discharge
•	 Good for the environment during use and during recycling

Advantages:
•	 No danger of spillage
•	 No special charging area required
•	 Can be sited in sensitive areas, i.e. food manufacturing

Technical information motive power
DIN cells (PzS) • BS cells (PzB) • Gel cells (PzV)

Celectric traction batteries are designed to support applications that require  

a high level of power and reliability. The traction batteries are suited for material  

handling equipment, warehouse trucks, forklift trucks, cleaning machines, tractors,  

as well as mobile lifting platforms, electric road vehicles and electric/hybrid boats.



Plate type 60 Ah* 

wide
198mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzS 120 8,0 47

3 PzS 180 11,7 65

4 PzS 240 15,8 83

5 PzS 300 18,6 101

6 PzS 360 23,0 119

7 PzS 420 26,7 137

8 PzS 480 30,6 155

9 PzS 540 34,9 173

10 PzS 600 40,1 191

 Height: 363mm

Plate type 105 Ah* 

wide
198mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzS 210 14,2 47

3 PzS 315 18,8 65

4 PzS 420 24,3 83

5 PzS 525 30,5 101

6 PzS 630 35,8 119

7 PzS 735 41,2 137

8 PzS 840 44,9 155

9 PzS 945 49,9 173

10 PzS 1050 54,8 191

 Height: 538mm

Plate type 140 Ah* 

wide
198mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzS 280 21,9 47

3 PzS 420 26,2 65

4 PzS 560 31,2 83

5 PzS 700 39,0 101

6 PzS 840 49,1 119

7 PzS 980 56,5 137

8 PzS 1120 64,6 155

9 PzS 1260 73,1 173

10 PzS 1400 79,1 191

 Height: 709mm

Plate type 80 Ah* 

wide
198mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzS 160 9,8 47

3 PzS 240 14,4 65

4 PzS 320 18,9 83

5 PzS 400 23,3 101

6 PzS 480 27,8 119

7 PzS 560 32,2 137

8 PzS 640 36,9 155

9 PzS 720 41,7 173

10 PzS 800 46,1 191

 Height: 425mm

Plate type 115 Ah* 

wide
198mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzS 230 14,3 47

3 PzS 345 19,6 65

4 PzS 460 26,5 83

5 PzS 575 31,7 101

6 PzS 690 37,8 119

7 PzS 805 42,6 137

8 PzS 920 49,5 155

9 PzS 1035 55,0 173

10 PzS 1150 60,3 191

 Height: 568mm

Plate type 155 Ah* 

wide
198mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzS 310 23,0  47

3 PzS 465 27,6 65

4 PzS 620 32,9 83

5 PzS 775 41,1 101

6 PzS 930 51,5 119

7 PzS 1085 59,3 137

8 PzS 1240 67,7 155

9 PzS 1395 76,6 173

10 PzS 1550 82,9 191

 Height: 743mm

Plate type 90 Ah* 

wide
198mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzS 180 11,6 47

3 PzS 270 16,7 65

4 PzS 360 21,6 83

5 PzS 450 27,3 101

6 PzS 540 33,6 119

7 PzS 630 38,5 137

8 PzS 720 41,6 155

9 PzS 810 46,6 173

10 PzS 900 53,5 191

 Height: 495mm

Plate type 125 Ah* 

wide
198mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzS 250 15,5  47

3 PzS 375 20,7 65

4 PzS 500 27,1 83

5 PzS 625 33,2 101

6 PzS 750 39,7 119

7 PzS 875 46,0 137

8 PzS 1000 52,3 155

9 PzS 1125 58,0 173

10 PzS 1250 65,2 191

 Height: 593mm

DIN Cells
198mm wide, with bolted connectors

*	���Capacity per positive plate Ah (C5) at 30°C. Weight cell is filled and charged +/- 5%. Heights given +/- 2mm



Plate type 23 Ah* 

wide
158mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzB 46 4,2 45

3 PzB 69 5,8 61

4 PzB 92 7,0 77

5 PzB 115 8,6 93

6 PzB 138 10,5 109

7 PzB 161 12,0 125

8 PzB 184 13,5 141

9 PzB 207 15,1 157

10 PzB 230 16,7 173

 Height: 240mm

Plate type 55 Ah* 

wide
158mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzB 110 8,3 45

3 PzB 165 11,5 61

4 PzB 220 14,6 77

5 PzB 275 17,9 93

6 PzB 330 21,0 109

7 PzB 385 24,0 125

8 PzB 440 27,1 141

9 PzB 495 30,2 157

10 PzB 550 33,3 173

 Height: 423mm

Plate type 86 Ah* 

wide
158mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzB 172 11,8   45

3 PzB 258 16,1   61

4 PzB 344 20,4   77

5 PzB 430 24,7   93

6 PzB 516 29,2   109

7 PzB 602 33,7   125

8 PzB 688 38,2   141

9 PzB 774 42,7   157

10 PzB 860 47,2   173

 Height: 591mm

Plate type 32 Ah* 

wide
158mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzB 64 5,4 45

3 PzB 96 7,3 61

4 PzB 128 9,3 77

5 PzB 160 11,0 93

6 PzB 192 13,4 109

7 PzB 224 15,2 125

8 PzB 256 17,1 141

9 PzB 288 19,1 157

10 PzB 320 21,1 173

 Height: 284mm

Plate type 65 Ah* 

wide
158mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzB 130 9,5 45

3 PzB 195 13,4 61

4 PzB 260 17,0 77

5 PzB 325 20,4 93

6 PzB 390 23,9 109

7 PzB 455 27,5 125

8 PzB 520 31,2 141

9 PzB 585 34,8 157

10 PzB 650 38,4 173

 Height: 477mm

Plate type 100 Ah* 

wide
158mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzB 200 13,1 45

3 PzB 300 17,9 61

4 PzB 400 23,0 77

5 PzB 500 28,1 93

6 PzB 600 33,2 109

7 PzB 700 37,8 125

8 PzB 800 43,4 141

9 PzB 900 48,4 157

10 PzB 1000 53,4 173

 Height: 628mm

Plate type 42 Ah* 

wide
158mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzB 84 7,0 45

3 PzB 126 9,5 61

4 PzB 168 11,8 77

5 PzB 210 14,3 93

6 PzB 252 17,2 109

7 PzB 294 19,8 125

8 PzB 336 22,5 141

9 PzB 378 25,1 157

10 PzB 420 27,6 173

 Height: 350mm

Plate type 75 Ah* 

wide
158mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzB 150 10,8 45

3 PzB 225 15,0 61

4 PzB 300 18,8 77

5 PzB 375 23,0 93

6 PzB 450 27,5 109

7 PzB 525 31,4 125

8 PzB 600 35,5 141

9 PzB 675 39,6 157

10 PzB 750 43,7 173

 Height: 537mm

Plate type 108 Ah* 

wide
158mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzB 216 14,5 45

3 PzB 324 20,0 61

4 PzB 432 25,9 77

5 PzB 540 31,5 93

6 PzB 648 37,1 109

7 PzB 756 43,2 125

8 PzB 864 49,0 141

9 PzB 972 54,8 157

10 PzB 1080 60,6 173

 Height: 712mm

BS Cells
158mm wide, with bolted connectors 

*	���Capacity per positive plate Ah (C5) at 30°C. Weight cell is filled and charged +/- 5%. Heights given +/- 2mm

Snij lijn



Plate type 55 Ah* 

wide
198mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzV 110 9,0 47

3 PzV 165 12,7 65

4 PzV 220 16,7 83

5 PzV 275 20,5 101

6 PzV 330 24,2 119

7 PzV 385 28,0 137

8 PzV 440 32,0 155

9 PzV 495 35,6 173

10 PzV 550 39,7 191

 Height: 370mm

Plate type 100 Ah* 

wide
198mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzV 220 19,3 47

3 PzV 330 26,1 65

4 PzV 440 32,8 83

5 PzV 550 40,1 101

6 PzV 660 47,0 119

7 PzV 770 53,8 137

8 PzV 880 60,0 155

9 PzV 990 68,8 173

10 PzV 1100 75,4 191

 Height: 621mm

Plate type 61 Ah* 

wide
158mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzV-BS 122 9,7 45

3 PzV-BS 183 13,5 61

4 PzV-BS 244 16,9 77

 Height: 486mm

Plate type 70 Ah* 

wide
198mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzV 150 11,6 47

3 PzV 225 16,4 65

4 PzV 300 20,7 83

5 PzV 375 25,3 101

6 PzV 450 30,3 119

7 PzV 525 35,1 137

8 PzV 600 40,0 155

9 PzV 675 45,3 173

10 PzV 750 49,9 191

 Height: 472mm

Plate type 120 Ah* 

wide
198mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzV 250 22,0 47

3 PzV 375 30,3 65

4 PzV 500 38,0 83

5 PzV 625 46,5 101

6 PzV 750 54,4 119

7 PzV 875 62,2 137

8 PzV 1000 69,3 155

9 PzV 1125 79,5 173

10 PzV 1250 87,1 191

 Height: 750mm

Plate type 71 Ah* 

wide
158mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzV-BS 142 10,6 45

3 PzV-BS 213 14,8 61

4 PzV-BS 284 18,5 77

 Height: 530mm

Plate type 85 Ah* 

wide
158mm 

cap
Ah (C5)

weight 
(kg)

length
(mm)

2 PzV-BS 170 11,8 45

3 PzV-BS 255 16,1 61

4 PzV-BS 340 20,7 77

 Height: 625mm

PzV Cells DIN 
198mm wide, with bolted connectors

PzV Cells BS 
158mm wide, with bolted connectors

*	���Capacity per positive plate Ah (C5) at 30°C. Weight cell is filled and charged +/- 5%. Heights given +/- 2mm



Headquarters The Netherlands
Nobelstraat 34, NL-3846 CG Harderwijk
PO Box 226, NL-3840 AE Harderwijk
T  +31 (0)341-467700
F  +31 (0)341-467710
E  info@celectric.eu

www.celectric.eu




